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EnviroNet
™

 610001 Wireless Transmitter Module 
 

 

 
 
The EnviroNet™ 610001 wireless transmitter module enables the implementation of self-powered 
wireless switches and analog sensors for control applications including building technology, industrial 
automation and utilities meter monitoring. 
 
Operationally, a message is periodically transmitted that includes a 32-bit module ID along with data 
associated with the set of external analog and digital inputs. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Frequency 915MHz, ISM Band 

Transmit Power 10mW EIRP 

Data Rate/Modulation 80kbps, ASK 

Antenna Proprietary patch antenna, sold separately 

Digital I/O 2 input, 2 outputs, TTL levels 

Analog Inputs 2 each, D.C. to 100kHz, 10dB gain 

Messaging 

I.D. 32 bits 

Error Check Checksum 

Messages Sent 
32 bit I.D., analog data (2 channels, 10 bits), 
digital I/O status (2 inputs, 2 outputs), checksum 

Transmit Period 10 milli-seconds typical 

Message Interval 120 seconds 
 

Operating Temperature -25 to +65 °C 

Storage Temperature -40 to +85 °C 

Humidity 0 to 95% R.H., non-condensing 

Dimensions 1.50” x 1.50” 

Notes Specifications subject to change without notice. 


