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EnviroNet
™

 610005 Wireless Transceiver Module 
 

 

 
 
The EnviroNet™ 610004 wireless transceiver module enables gateway network communication between 
other EnviroNet™ modules.  
The EnviroNet™ 610004 wireless transceiver module can be configured to provide a gateway repeater 
function thereby extending the effective range of a network or as a control node within the network.  
In addition to offering local monitor and control functions, the EnviroNet™ 610004 wireless transceiver 
module is capable of receiving and processing messages transmitted by other EnviroNet™ transmitters 
and transceivers within the network enabling the implementation of control features on a network level. 
Typical applications include building technology, industrial and utilities automation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Frequency 915MHz, ISM Band 

Power Requirements 5VDC @ 50mA typical, Powered from USB bus 

Transmit Power 10mW EIRP 

Receive Sensitivity -90 dBm 

Data Rate/Modulation 80kbps, ASK 

Antenna Proprietary patch antenna, sold separately 

Digital I/O 2 outputs, TTL levels 

Control Inputs 3 setup & control, 1 learning 

Message Handling 

I.D. 32 bits 

Error Check Checksum 

Message Sent 
32 bit I.D., analog data (2 channels, 10 bits), 
digital I/O status (2 inputs, 2 outputs), checksum 

Transmit Period 10 milli-seconds typical 

Message Interval 120 seconds 
 

Operating Temperature -25 to +65 °C 

Storage Temperature -40 to +85 °C 

Humidity 0 to 95% R.H., non-condensing 

Dimensions 2.5” x 2.5” 

Notes Specifications subject to change without notice. 


